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Biological materials with hierarchically laminated structures usually exhibit a good synergy between strength and
fracture toughness. Here, we show that a bio-inspired (polyelectrolyte (PE)/TiO2)4 nanolayered composite with a
thickness ratio of TiO2 and amorphous PE layers of about 1.1 has been prepared successfully on Si substrates by
layer-by-layer self-assembly and chemical bath deposition methods. Microstructures of the nanolayered composite
were investigated by scanning electron microscopy, secondary ion mass spectroscopy, and high-resolution
transmission microscopy. Mechanical performance of the composite was characterized by instrumented
indentation. The composite consisting of 17.9-nm-thick nanocrystalline TiO2 and 16.4-nm-thick amorphous PE layers
has a strength of about 245 MPa, which is close to that of shells, while the fracture toughness of the composite, KIC =
1.62 ± 0.30 MPa · m1/2, is evidently higher than that of the bulk TiO2. A possible strategy to build the composite at
nanoscale for high mechanical performance was addressed.
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propertyBackground
Biological materials (such as bones or shells, etc.) with
multiscale and hierarchical structures consisting of thick,
hard inorganic mineral layers and thin, soft organic layers
exhibit an excellent combination of strength and tough-
ness [1,2]. Although a number of metallic multilayered/
laminated composites produced by various methods [3,4]
had revealed a high strength and a potential improvement
of plasticity without losing strength owing to the contri-
bution of the laminated structures and interfaces [5], a
few efforts had been made to design and synthesize bio-
mimetic laminated materials with submicron-thick in-
organic layers [6-11]. Theoretically, Gao et al. [12]
demonstrated that when the critical length scale of the
mineral inorganic platelets in natural materials drops
below approximately 30 nm, the biomaterials became* Correspondence: zhangb@atm.neu.edu.cn; gpzhang@imr.ac.cn
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in any medium, provided the original work is pinsensitive to flaws, i.e., the strength of a perfect mineral
platelet was maintained despite defects. This intrigued us
to design and synthesize the artificial counterparts of this
composite with nanometer-thick constituent layers less than
30 nm.
In this work, a variation method of combination of tra-
ditional chemical bath deposition (CBD) [10,13] and layer-
by-layer (LBL) self-assembly [14] methods was conducted
to prepare a layered structure stacked alternately by nano-
crystalline TiO2 and polyelectrolyte (PE) layers with thick-
nesses less than 30 nm. Microstructures and mechanical
properties of the nanolayered composites (NLCs) were
investigated.Methods
Silicon (001) substrates (3 × 10 mm2) were immersed in
Piranha solution [15] for 20 min at 60°C after ultrasonic
cleaning in acetone. A negatively charged hydrophilic Si-
OH layer was formed on the Si surface. Owing to the elec-
trostatic attraction of oppositely charged polyions, three
different PEs, poly(ethyleneimine) (PEI), poly(sodium 4-
styrenesulfonate) (PSS), and poly(allylamine hydrochloride)n Open Access article distributed under the terms of the Creative Commons
g/licenses/by/2.0), which permits unrestricted use, distribution, and reproduction
roperly cited.
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tion, respectively, and the organic polymer layers were
assembled by LBL deposition [14] of the three different
PEs. The negatively charged Si substrates (after Piranha
treatment) were alternately immersed into the three dif-
ferent PE solutions in the sequence (PEI/PSS)(PAH/PSS)3
[10,14], and the immersion in the respective polymer solu-
tions was at room temperature for 20 min. A positively
charged surface was formed by adsorption of PEI on sili-
con since PEI can give good covering of oxidized surfaces
[14]. The thickness of the PE layers was controlled by the
number of dipping cycles into PAH/PSS solutions, while
three dipping cycles were carried out in the present work
to ensure the thickness of the PE layers to be less than
30 nm. Deposition of inorganic TiO2 layers onto the PE
surface was accomplished in a 10 mM solution of titanium
peroxo complex (TiO2
2+) and 30 mM HCl by the CBD
procedure [10]. In order to ensure the thickness of the
deposited TiO2 layer to be less than 30 nm, the adopted
deposition time and temperature were 2 h and 60°C, re-
spectively. The PE/TiO2 NLCs with four bilayered periods
((PE/TiO2)4) were prepared finally by sequentially apply-
ing the LBL self-assembly and the CBD techniques.
Secondary ion mass spectroscopy (SIMS; ION-TOF
TOF.SIMS 5, Münster, Germany) was utilized to deter-
mine the existence of Ti, O, C, and Si ions, as a function
of depth below the film surface. A nanoindenter (HysitronFigure 1 SEM observations, AFM characterization, and surface roughness
nanolayered composite: (a) surface morphology and (b) layer structure. (c)
roughness of the nanocomposite measured by AFM.TI 900, Eden Prairie, MN, USA) with a Berkovich tip (tip
radius approximately 50 nm) was used to determine the
hardness (H) and modulus (E) of the NLCs at a constant
loading rate of 20 μN/s at room temperature. The mean
values of H and E were then obtained at an indentation
depth of 10% to 20 % whole thickness of the NLC in order
to eliminate substrate effects [16]. Microindentation tests
(LECO AMH43, St. Joseph, MI, USA) were conducted to
evaluate fracture toughness of the NLCs following the
method proposed by Xia et al. [17].
Results and discussion
Microstructures
A scanning electron microscopy (SEM) observation
(Figure 1a) shows that the surface of the (PE/TiO2)4 NLC
is quite smooth. A cracking region caused by a scratching
of a needle reveals that the NLC is a typical multilayered
structure with four layers, as indicated by arrows in
Figure 1b. The surface morphology of the NLC examined
by atomic force microscopy (Figure 1c) shows that the top
TiO2 layer is a densely packed spherical particle with a
diameter of approximately 40 nm. The surface roughness
of the top TiO2 layer is about 4.5 nm (Figure 1d).
SIMS characterizations of the intensity variations of the
ejected secondary ions of the present elements as a func-
tion of sputtering time of the primary ion beam exhibit
that there is a periodical variation of the intensity of O ionof the nanocomposite. SEM observations on surface of the (PE/TiO2)4
AFM characterization of surface of the nanocomposite. (d) Surface
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intensity of C ion exhibits an inverse periodical variation
with the sputtering time. After the appearance of four
peaks of the periodical variation of the elements, the in-
tensity of the Ti and C ions becomes decreased, while that
of the Si ion becomes strong and finally reaches a cer-
tain intensity level, indicating the appearance of the Si
substrate. The profile clearly demonstrates the presence
of a multilayered structure of alternating TiO2-enriched
and C-enriched layers, i.e., the existence of an ordered
composite structure of well-defined inorganic and or-
ganic layers.
A transmission electron microscopy (TEM) cross-
sectional observation at a low magnification (Figure 3a)
also clearly reveals the multilayered structure in the (PE/
TiO2)4 NLC, though there is interpenetration between the
PE and TiO2 layers (see Figure 3b). The organic PE layers
appear as bright regions with an average thickness of
16.4 nm, while the inorganic TiO2 layers are visible as
dark regions with an average thickness of 17.9 nm esti-
mated from TEM cross-sectional images. Thus, the thick-
ness ratio (Rt) of the TiO2 layer to the PE layer is about
1.1. A high magnification of the PE/TiO2 NLC (Figure 3b)
shows that the interface between the PE and TiO2 layers
is not sharp completely, but somewhat diffuse, indicating
a sizeable interpenetration between the TiO2 and organic
PE components [10]. A selected-area electron diffraction
pattern taken from the dotted-circle region in Figure 3a
was presented in the inset of Figure 3b, revealing the dif-
fuse diffraction ring corresponding to the amorphous PE
layers, while some diffraction spots exhibit the existence
of crystallites. A high-resolution transmission electron mi-
croscopy (HRTEM) image (Figure 3c) shows that some
nanocrystallines (NCs) with different orientations haveFigure 2 SIMS characterizations. Variation of the intensity of
ejected secondary ions of the present elements as a function of
sputtering time of primary ion beam characterized by secondary ion
mass spectroscopy.
Figure 3 TEM cross-sectional images of the composite and
HRTEM image of the interface. TEM cross-sectional images of the
(PE/TiO2)4 nanolayered composite at (a) low magnification and
(b) high magnification. (c) HRTEM image of inorganic TiO2 layer
and organic/inorganic interface.formed in the TiO2 layer and their sizes are in a range of
about 5 to 15 nm. The NC TiO2 might form during the
CBD process rather than the TEM electron-beam irra-
diation since the TEM accelerating voltage we used was
200 keV rather than 400 keV [10]. The formation of the
NC TiO2 might be related to the very thin TiO2 layers
(approximately 17.9 nm) deposited in a short time (2 h) of
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assembled by few numbers of cycles (3 cycles) for the
PAH/PSS might also play an important role in the hetero-
geneous nucleation of the TiO2 nanocrystallines.Mechanical performance
Figure 4a shows a typical load-indentation depth curve of
the (PE/TiO2)4 NLC. In the loading stage, no pop-in be-
havior was detected, indicating that the NLC can be
deformed continuously to the indentation depth of about
30 nm. In the unloading stage, the initially linear unload-
ing reveals an elastic recovery. With a further unloading,
the nonlinear variation of the load with the displacement
reveals the non-elastic recovery, leading to a residualFigure 4 Load-indentation depth curve of the composite and
SEM image of the indentation-induced microcrack. (a) Load-
indentation depth curve of the (PE/TiO2)4 nanolayered composite
measured by nanoindentation. (b) SEM image showing that
indentation-induced microcrack advanced into the (PE/TiO2)4
nanolayer-coated region, by which fracture toughness of the
nanocomposite can be obtained.indentation depth of about 22 nm. Young's modulus of
the NLC determined from the contact area and the elastic
contact stiffness [16] is 17.56 ± 1.35 GPa, which is much
lower than that of the nacre (E = 50 GPa) [18]. Such a low
Young's modulus may be attributed to the large volume
fraction of organic PE layers due to Rt ≈ 1.1. Based on the
rule of mixture, Young's modulus is estimated to be about
16.74 GPa by using ETiO2 = 27.5 GPa and EPE = 5 GPa
[11], and this is close to the experimental result of the
(PE/TiO2)4 NLC (17.56 GPa). The mean hardness of the
(PE/TiO2)4 NLC determined by nanoindentation is
0.73 GPa with a standard deviation of 0.09 GPa. Using a
general relation between hardness (H) and strength (σ)
found in a lot of materials, σ≅H 3= , the mean strength of
the NLC was calculated as about 245 MPa, which is quite
close to the strength of shells reported in the literature
(100 to 300 MPa) [10,18]. Although Rt ≈ 1.1, it is expected
that the NC TiO2 layers would also contribute to the high
strength of the composite.
Following the method to determine the fracture tough-
ness (KIC) of a thin film bonded to a brittle substrate [17],
when the indentation load was large enough applied to
the Si substrate uncoated by the (PE/TiO2)4 NLC, micro-
cracks initiated from four corners of the indent in the Si
substrate and advanced into the (PE/TiO2)4 nanolayer-
coated region, as indicated by an arrow in Figure 4b.
Based on the measurements of the crack length, KIC of
the (PE/TiO2)4 NLC was obtained as KIC = 1.62 ±
0.30 MPa · m1/2, which is almost a threefold increase in
comparison to that of the single TiO2 layer of approxi-
mately 400 nm thick [11]. One reason for the enhance-
ment of KIC of the present NLC was attributed to energy
dissipation via crack deflection along the inorganic/organic
interface, as a general mechanism operated in artificial
and natural multilayered architectures [11]. Furthermore,
since the present (PE/TiO2)4 NLC has an inorganic/
organic layer thickness ratio of about 1.1 and the TiO2
thickness is only 17.9 nm, it is believed that even if a crack
initiates in the TiO2 layer with a thickness of 17.9 nm, the
NLC would become more insensitive to flaws, as pre-
dicted by Gao et al. [12]. The hierarchical structures in
biological materials have shown a good synergy of high
strength and good fracture toughness (damage tolerance).
Li et al. [19] have revealed that the mineral layer in the
nacre consists of nanocrystalline CaCO4 platelets, which
facilitates grain boundary sliding. This also implies the
possible activation of the grain boundary sliding mecha-
nism in our NC TiO2 layers during deformation. The
present results indicate that building the composite con-
sisted of the amorphous PE and the NC TiO2 layers at
nanometer scales may provide a possible strategy toward
enhancing damage tolerance of the material even if the
best optimum ratio of the organic layer to the NC inor-
ganic layer still needs to be found.
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The bio-inspired (PE/TiO2)4 nanolayered composite with
an inorganic/organic layer thickness ratio of about 1.1,
which consisted of nanocrystalline TiO2 and amorphous
PE layers with thicknesses of 17.9 and 16.4 nm, respectively,
was prepared on a Si (001) substrate by LBL self-assembly
and CBD methods. The (PE/TiO2)4 nanocomposite has a
strength of about 245 MPa, being close to that of the na-
tural shell, while the fracture toughness of the nanocompo-
site, KIC = 1.62 ± 0.30 MPa · m
1/2, is evidently higher than
that of the single TiO2 of about 400 nm thick.
Abbreviations
CBD: Chemical bath deposition; LBL: Layer-by-layer; NC: Nanocrystalline;
NLC: Nanolayered composite; PE: Polyelectrolyte.
Competing interests
The authors declare that they have no competing interests.
Authors’ contributions
All authors contributed equally to this work. BZ, XDS, and GPZ conceived the
project. BZ, HFT, and MDZ performed the experiments. JWY performed the
TEM observations. All authors analyzed the data, discussed the results, and
wrote the paper. All authors read and approved the final manuscript.
Acknowledgements
This work was supported by the National Basic Research Program of China
(grant no. 2010CB631003) and partially supported by the National Natural
Science Foundation of China (grant nos. 51171045 and 51071158).
Received: 20 November 2012 Accepted: 6 January 2013
Published: 21 January 2013
References
1. Fratzl P: Bone fracture - when the cracks begin to show. Nat Mater 2008,
7:610–612.
2. Jackson AP, Vincent JFV, Turner RM: The mechanical design of nacre.
Proc R Soc Lond B Biol Sci 1988, 234:415–440.
3. Lesuer DR, Syn CK, Sherby OD, Wadsworth J, Lewandowski JJ, Hunt WH:
Mechanical behaviour of laminated metal composites. Int Mater Rev 1996,
41:169–197.
4. Bouaziz O, Brechet Y, Embury JD: Heterogeneous and architectured materials:
a possible strategy for design of structural materials. Adv Eng Mater 2008,
10:24–36.
5. Syn CK, Lesuer DR, Cadwell KL, Sherby OD, Brown KR: Laminated metal
composites of ultrahigh carbon-steel brass and Al/Al-Sic - processing
and properties. In Developments in Ceramic and Metal-Matrix Composites:
Proceedings of the 1992 Annual Meeting of the Minerals, Metals and Materials
Society, San Diego, CA. Edited by Upadhya K. Warrendale: Minerals, Metals
and Materials Society; 1991:311–322.
6. Sellinger A, Weiss PM, Nguyen A, Lu YF, Assink RA, Gong WL, Brinker CJ:
Continuous self-assembly of organic–inorganic nanocomposite coatings
that mimic nacre. Nature 1998, 394:256–260.
7. Tang ZY, Kotov NA, Magonov S, Ozturk B: Nanostructured artificial nacre.
Nat Mater 2003, 2:413–418.
8. Sanchez C, Arribart H, Guille MMG: Biomimetism and bioinspiration as
tools for the design of innovative materials and systems. Nat Mater 2005,
4:277–288.
9. Deville S, Saiz E, Nalla RK, Tomsia AP: Freezing as a path to build complex
composites. Science 2006, 311:515–518.
10. Burghard Z, Tucic A, Jeurgens LPH, Hoffmann RC, Bill J, Aldinger F:
Nanomechanical properties of bioinspired organic–inorganic
composite films. Adv Mater 2007, 19:970–974.
11. Burghard Z, Zini L, Srot V, Bellina P, van Aken PA, Bill J: Toughening
through nature-adapted nanoscale design. Nano Lett 2009, 9:4103–4108.
12. Gao HJ, Ji BH, Jager IL, Arzt E, Fratzl P: Materials become insensitive to
flaws at nanoscale: lessons from nature. Proc Natl Acad Sci U S A 2003,
100:5597–5600.13. Bill J, Hoffmann RC, Fuchs TM, Aldinger F: Deposition of ceramic materials
from aqueous solution induced by organic templates. Z Metallkd 2002, 93:12.
14. Decher G: Fuzzy nanoassemblies: toward layered polymeric
multicomposites. Science 1997, 277:1232–1237.
15. Seu KJ, Pandey AP, Haque F, Proctor EA, Ribbe AE, Hovis JS: Effect of
surface treatment on diffusion and domain formation in supported lipid
bilayers. Biophys J 2007, 92:2445–2450.
16. Oliver WC, Pharr GM: Measurement of hardness and elastic modulus by
instrumented indentation: advances in understanding and refinements
to methodology. J Mater Res 2004, 19:3–20.
17. Xia Z, Curtin WA, Sheldon BW: A new method to evaluate the fracture
toughness of thin films. Acta Mater 2004, 52:3507–3517.
18. Ji BH, Gao HJ: Mechanical properties of nanostructure of biological
materials. J Mech Phys Solid 2004, 52:1963–1990.
19. Li XD, Xu ZH, Wang RZ: In situ observation of nanograin rotation and
deformation in nacre. Nano Lett 2006, 6:2301–2304.
doi:10.1186/1556-276X-8-44
Cite this article as: Zhang et al.: Microstructures and mechanical
performance of polyelectrolyte/nanocrystalline TiO2 nanolayered
composites. Nanoscale Research Letters 2013 8:44.Submit your manuscript to a 
journal and beneﬁ t from:
7 Convenient online submission
7 Rigorous peer review
7 Immediate publication on acceptance
7 Open access: articles freely available online
7 High visibility within the ﬁ eld
7 Retaining the copyright to your article
    Submit your next manuscript at 7 springeropen.com
